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1. Outline
This document describes the software “SVMUpdater” for FW / FPGA update of SVI-09 / SVM-03 /
SVM-MIPI / SVO-03 / SVO-03-MIPI board. “SVMUpdater” is utility software for performing board

update. For hardware details of each board, please refer to the attached hardware specifications.
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2. SVMUpdater.exe
SVMUpdater updates the firmware and FPGA configuration of SVI / SVM / SVO boards.

2.1.  Top Window
When the software is launched, the top screen is displayed immediately if there is one SVI / SVM /
SVO board connected. If multiple boards are connected, the Select Board dialog window as shown in
[Fig. 1] will be displayed. Select the board you want to operate and press the “OK” button, the top
window will be displayed.
[ID =] displays the Board ID set in advance for each board. Please refer to the attached hardware /

software specification for how to set Board ID.

Select Board _——

|0: SYM-03U-MIPI (UVC) | oK

0: SVM-03U-MIPI (UVC
1: SVM-03U (UVC) [ID=3]
2: SVO-MIPI [ID=1]

[Fig.1]Select Board Dialog

The model number of each board is recognized as follows.
-SVM-03U : SVM-03 (UVC Mode)
-SVM-03 : SVM-03 (HDMI Mode)
-SVM-03U-MIPI : SVM-MIPI (UVC Mode)
-SVM-03-MIPI : SVM-MIPI (HDMI Mode)
-SVO-03 : SVO-03
—SVO-MIPI : SVO-03-MIPI Normal Operation
—-SVI-09 : SVI-09 / SVO-03-MIPI boot loader

The software automatically recognizes the board model number such as SVM-03 or SVO-03 at startup
and provides menu items according to the model number. The model name of the recognized board and
the version of the connected USB are displayed in the title bar as shown in Fig. 2. The software can use

either USB 2.0 / 3.0.
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[ % SVMUpdater [SVM-03](USB3.0) (e

12C Slave Address ]I Setting File Write...
Sub Address : I Write
Write Value : l Read

Read Counts : I [™ Word Address Mode

_ Rrestart
Read Value : v Manditinn

- - -
P- Camera Fower

[~ Camera Reset

— SWM Restart

SVM Update...

SVM Info.. Clear

[Fig.2]SVMUpdater Top Window

SVMUpdater only uses the “SVM Update ...” function located on the lower right of the Fig.2.



Update Dialog Window
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To explain the dialog to update the board. The dialog is displayed by pressing the “SVM Update ...”

button on the top window.

In the update window, selectable items differ depending on the recognized board type. The following

Fig. 3 is the window when SVM-03 is connected.

B
Update Dialog ﬂ
FPGA / FW Update
FX3 Update A... FPGA Update A... B
Incompatible items
FX3 Update B... FPGA Update B... >
will be grayed out
_
DLL Version 1.1.0.0
Multi Update... FX3 Version 134
FPGA Version 1.86
|
i

[Fig.3]Update Dialog Window

The menu list on the Update Dialog window is shown in Table 1.

[tem

Expalain

FX3 Update A/B/C...

Update the FX3 firmware of the selected board.

Select items A / B / C and specify the area to write to the SPI-ROM.
The updated contents will not be applied until the board is rebooted
after the update is completed. After the update is complete, it needs to

restart the board.

FPGA Update A/B/C...

Update the FPGA Configuration of the selected board.
Select items A / B / C and specify the area to write to the SPI-ROM.

After the update is complete, it needs to restart the board.

Multi Update...

Update both the firmware and FPGA configuration at once. When

updating, follow the instructions for the update file.

DLL Version
FX3 Version
FPGA Version

Display the DLL being used and the FX3 FW version and FPGA version
of the selected board.
If the board is not properly connected to the PC, the version will not be

displayed correctly.

[Table 1] Menu List of Update Dialog Window



The items that can be selected with each board are as follows.

-SVM-03 / SVM-MIPI / SVO-03(HDMI Mode or HDMI-UVC Mode)

Update A /B... and Multi Update...

-SVO-03(USB Mode)

Update B... and Multi
=-SVI-09 / SVO-03-MIPI

Update A/ B /C... and

Update...

Multi Update...

Table 2 shows a list of files that can be used for various updates.

[tem File format
FX3 Update A... .img, .fx3

FX3 Update B... .img, .fx3b
FX3 Update C... .img, .fx3c
FPGA Update A... .bin, .fpga
FPGA Update B... .bin, .fpgb
FPGA Update C... .bin, .fpgc
Multi Update... .bin, .multi

[Table 2] List of files that can be used by Update

2.3.  DIP Switch (SW2) Setting
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When using SVMUpdater on the SVI-09 / SVO-03-MIPI board, it is necessary to set the DIP switch

(SW2) on the board appropriately and boot in boot loader mode. The SVM-03 / SVM-MIPI / SVO-03

board is not restricted by the DIP switch (SW2). A list is shown in Table 3.

Board type

DIP #7 DIP #8

SVI-09 / SVO-03-MIPI

ON

OFF

SVM-03 / SVM-MIPI / SVO-03 -

[Table 3] DIP switch (SW2) setting list
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3.1.

FX3 / FPGA Update
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Describes the board’s FPGA configuration and FX3 firmware update procedure.

SVM-03 / SVM-MIPI / SVO-03

1. Make sure that no heavy processing is done on the PC, connect the board, and start this

application.

2. Click the SVM Update button.

® SVMUpdater [SVM-03](USB3.0) el

120 Stave Address [ Setting File Write
Sub Address [ Write
Write Value [ Read
Read Counts [ I Word Address Mode
Read Value [vi estn e

S i

[~ Camera Reset

- SVM Restart

F ;
SWM Info | Clear | SYM Uit |

3. Click the “FX3 Update A / B ...” button to update only the FX3 firmware, or the "FPGA Update

A / B ...” button to update the FPGA. The "Multi Update ..

multi-boot compatible updates.

.” button is used when performing

FUpdate Dialog

—

FPGA / FW Update

FX3 Update A...

FPGA Update A...

FX3 Update B...

FPGA Update B...

Multi Update...

DLL Version 1.1.0.0
FX3 Version 134
FPGA Version 1.86

|

4. The window for selecting the update file will be displayed, so select the file. The file extensions are

as listed in Table 2. In the figure below, Multi Update ... is selected.
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% Open File *

« v e 20180206-5VMO3_SVMO3U-130.185 74 190 » FW_FPGA v O Search FW_FPGA »
Organize » New folder =~ [H o

-

FW_FPGA ol MName Date modified Type Size

IMX378 [][=m130_185_74_ 1007 9/27/20173:23PM  BIN File 1,920 KB
Releaze
[ This PC
“J 2D Objects
[ Desktop

Documents

* Downloads
h Music A
File name: | svm130_185_74_190.bin v| Update File (*.bin) ~

A dialog asking for final confirmation will be displayed. Select “OK” to update.

SVMUpdater X

/I, Ciick OKto update FPGA.

Cancel |

The update will start. The following dialog is displayed during the update. The update time is the
longest if you select Multi Update, and it takes about 5 minutes.
¢ Be careful not to turn off your PC or disconnect the USB cable until this dialog is closed. If this

happens, the board will not boot.

Updating FPGA. Please wait for a while.

Do not disconnect USE cable until next dialog
iz shown.

A dialog will appear when the update is complete.

<In the case of success>

If it ends normally, unplug the USB cable and restart the board. The updated firmware and FPGA

are applied after rebooting.
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SVMUpdater X

Updating FPGA succeeded.
Disconnect USB cable to restart the board.

<In case of failure >
If the update fails, a dialog is displayed notifying you of the failure. In this case, please update

again.

SIf it fails, please execute the update again without disconnecting the USB cable.

If you select Multi Update, the board will not boot if you unplug the USB cable after the update has
failed.

If you select an item other than Multi Update, the board will not boot in the mode in which the

update is selected if the USB cable is disconnected after the update has failed.

3.2, SVI-09 / SVO-03-MIPI

1. Make sure that no heavy processing is done on the PC, connect the board to PC with DIP switch

(SW2) No.7 ON and No.8 OFF, and start the application.

2. Click the SVM Update button.

#® SVMUpdater [SVI-09](USB3.0) [

12C Slave Address || Setting File Wite.
Sub Address : L’

Write Value : Read
Read Counts : [~ Word Address Mode

Kestart
Read Value Iv] nnditinn

[¥ Camera Pawer

[~ Camera Reset

- SVM Restart

SVM Info... Clear SVM Q:date.../

3. Click the "FX3 Update A / B / C ...” button to update only the FX3 firmware, or the “"FPGA
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Update A / B / C ...” button to update the FPGA. The “"Multi Update ...” button is used when

performing multi-boot compatible updates.

- —— ad i 1
Update Dialog [
—FPGA / FW Update
m FPGA Update A...

( FX3 Update B... |

—

FPGA Update B...

\ FX3 Update C... /I)\ FPGA Update C...

DLL Version 1.1.0.0
Multi Update... FX3 Version 87
FPGA Version 1.20

4.  The window for selecting the update file will be displayed, so select the file. The file extensions are
as listed in Table 2. In the figure below, Multi Update ... is selected.
% Open File X
&« v 1 > ThisPC > Desktop » SVI > 20190328-SVI-09-VD-UVC > FPGA&Firm&PLL v O Search FPGA&Firm&PLL P
Organize v New folder = M @
A Name Date modified Type Size o
# Quick access |7 s9plI60000.bin 12/28/2013 416 PM  BIN File 1KB
I Desktop [ s9plI63000.bin 12/28/20184:16PM  BIN File 1KB
& Downloads  # [ s9pI65000.bin 12/28/20184:16PM  BIN File 1KB
[ Documents # [ s9plI66000.bin 0184:16PM  BIN File 1KB
S Picures A [ s9pli70200.bin /2018 4:16 PM  BIN File 1KB
i [ s9plI74250.bin 12/28/2018 416 PM  BIN File 1KB
avi_trrm
= [ s9plI20000.bin 12/28/20184:16PM  BIN File 1KB
doc [ s9plI85000.bin 12/28/20184:16PM  BIN File 1KB
Nv [ s9plI36000.bin 12/28/2018 416 PM  BIN File 1KB
v [ <9plI26700.bin 12/28/20184:16PM  BIN File 1KB
i /28/2018 4: i
o [ s9p1I28000.bin 12/28/20184:16PM  BIN File 1KB
[ 59plI90000.bin 12/28/2018 416 PM  BIN File 1KB
[ This PC [ s9plI92000.bin 12/28/2018 416 PM  BIN File 1KB
J 3D Objects [ <9plI96000.bin 12/28/20184:16PM  BIN File 1KB
I Desktop @ 59pI1108000.bin 12/28/2018 416 PM  BIN File 1KB
 Docmente ¥ L] SVI-09.20190327.bin 3/27/20194:42PM  BIN File 9216KB 5
File name: |SVI-09_20190327.bin V| | Update File (*.bin,*.multi) Vi
| Open I ‘ Cancel ‘
5. A dialog asking for final confirmation will be displayed. Select “OK” to update.
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SVMUpdater X

p l § Click OK to update FPGA.

Cancel |

The update will start. The following dialog is displayed during the update. The update time is the
longest if you select Multi Update, and it takes about 15 minutes.
% Be careful not to turn off your PC or disconnect the USB cable until this dialog is closed. If this

happens, the board will not boot.

Updating FPGA. Please wait for a while.

Do not disconnect USE cable until next dialog
iz shown.

A dialog will appear when the update is complete.

<In the case of success>
If the process ends normally, disconnect the USB cable and restart the board with the DIP switch
(SW2) 7 and 8 set to the operation mode you want to use. The updated firmware and FPGA are

applied after rebooting.

SVMUpdater X

' Updating FPGA succeeded.
Disconnect USB cable to restart the board.

<In case of failure >
If the update fails, a dialog is displayed notifying you of the failure. In this case, please update

again.

10
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SIf it fails, please execute the update again without disconnecting the USB cable.

If you select Multi Update, the board will not boot if you unplug the USB cable after the update has
failed.

If you select an item other than Multi Update, the board will not boot in the mode in which the

update is selected if the USB cable is disconnected after the update has failed.

4. Recommended operating environment of SVMUpdater

PC : PC / AT compatible machine

CPU : Pentium 4 1 GHz or more recommended
Memory : 512 MB or more recommended

USB . Equipped with USB interface

oS : Windows7 32/64bit or Windows10 32/64bit

5. Applied version

Mode FX3 Version FPGA Version

SVM-03/ UVC 1.87 or later
63 or later

SVM-MIPI/ UVC 1.90 or later

SVM-03/ HDMI 1.85 or later
123 or later

SVM-MIPI/ HDMI 1.90 or later

SVO-03 HDMI-UVC 0.92 or later
91 or later

SVM-03 HDMI 0.93 or later

SVO-03 1.02 or later
100 or later

SVO-03-MIPI 0.30 or later

SVI-09 100 or later 0.70 or later

- SVMUpdater: Ver. 1.4.1 or later
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